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NOTES:-

1. ALL SURVEY STATIONS ARE EITHER
NAILS OR PEGS AND ARE RELATED TO A
LOCAL SITE GRID.

2. ALL LEVELS ALONG KERBS ARE TAKEN
AT THE BASE OF THE KERB (GUTTER)

3. ALL LEVELS ARE RELATED TO A LOCAL
SITE DATUM.

4. THE LEVEL OF ANY POINT IS INDICATED
BY THE POSITION OF THE CROSS.

5. TO CONFIRM PLAN SCALE CHECK
BETWEEN THE GRID INTERSECTIONS.

6. ALL VOLUMES MUST BE CHECKED.

7. PHYSICAL BOUNDARIES ON SITE ARE NOT
NECESSARILY LEGAL BOUNDARIES

8. ALL SERVICES WHICH ARE VISIBLE AT
THE TIME OF SURVEY ARE SHOWN.

9. TO CHECK  THE PLAN SCALE THE GRID IS
40 METRES.

KERB

BUILDING

HEDGE

FENCE

JAPANESE
KNOTWEED

BOT. BANK

CANOPY

FOOTPATH

CONTOUR

WALL

ROAD
MARKING

TOP BANK

POSSIBLE
VERTICALITY
PROBLEM

LAND SURVEYORS

N
OR
TH

S
OU

TH


	WOODFOLDSITE2015
	Model


